
Revoked drawbar or drawbeam inspection form 04/19

Revoked drawbar or drawbeam  
inspection form

Vehicle details

Typical drawbar

Typical drawbeam

Inspector’s declaration 
I have inspected the towing connection 
on the above vehicle and affirm that the 
towing connection does not show signs of 
deterioration including cracking, damage or 
corrosion.

Certificate number  
(found on towing connection certification plate)

Make Model

Hubodometer reading

Inspector’s organisation or employer

Name of inspector

Number plate

VIN/chassis

Inspector’s signature Date

In order for a thorough inspection to be carried out the towing connection must be cleaned (water blasted and/or steam cleaned), including 
the forward (internal) faces of drawbeams – mud, dust and grease etc must be removed to allow identification of any cracks or damage.

Inspection type (tick as applicable)

Drawbars
Thoroughly clean (water blast and/or steam clean) all 
surfaces, including the hinge attachment to the dolly chassis 
and all toweye welds.
Pass Fail

Inspect drawbar, including all welds for signs of 
cracking
Inspect hinges and hinge attachment to dolly 
chassis for signs of cracking (where applicable)
Inspect drawbar attachment to trailer chassis 
(where applicable)
Inspect entire drawbar for signs of damage

Inspect entire drawbar for corrosion (disregard 
minor surface corrosion)
All bolts present and in good condition

Drawbeams
Thoroughly clean (water blast and/or steam clean) all 
surfaces, including the forward and internal faces.
Pass Fail

Inspect drawbeam, including all welds for signs 
of cracking
Inspect entire drawbeam for signs of damage

Confirm all bolts are present and don’t show 
signs of movement
Inspect entire drawbeam for corrosion 
(disregard minor surface corrosion)

The inspection described in this form is for the purposes of confirming by visual inspection whether or not a revoked drawbar or 
drawbeam appears to be within safe tolerances at the time of inspection. If any issues regarding any components condition are 
identified during this inspection then the vehicle should no longer be used for towing, pending heavy vehicle specialist certification. 
•	 This form must be emailed immediately to chuexemptions@nzta.govt.nz and will not be accepted after 20 May 2019. A copy of this form must 

remain in the affected vehicle with your exemption notice otherwise your exemption is not valid.  
•	 This form should be completed by a person competent to inspect the towing connection eg heavy vehicle maintenance technician, CoF vehicle 

inspector, heavy vehicle specialist certifer. Completing the form to the best of their ability will not expose the person undertaking the inspecting to 
any liability to the Transport Agency.

•	 For further information visit www.nzta.govt.nz/patrick-chu.

https://www.nzta.govt.nz/patrick-chu


Reimbursement information

Please note we are not accepting direct invoices for this work. 

The customer is required to pay for the inspection, but can claim reimbursement from the NZ Transport Agency. 

To claim your reimbursement please send the following information to chupayments@nzta.govt.nz; your email subject line 
should include ’21 day inspection reimbursement claim’ and your plate number

•	 Proof of your address details (eg a recent bank statement, utility bill, or rates notice (they must be less than 12 months old)

•	 Copies of the invoice of the inspection you have had done 

•	 Proof of payment 

•	 Proof of your bank account details 

•	 Proof of your bank account details can be:

•	 a pre-printed deposit slip with their name on it, or

•	 a cut and paste (screenshot) of their online banking that clearly shows the bank’s logo, their bank account number and 
name, or 

•	 a certified letter from the bank (it must be stamped and initialled by a bank representative), or

•	 a print out from a bank machine that shows their bank account number, name and address.

You may receive a call from our finance team to validate your bank account details.


