
NZ TRANSPORT AGENCY 

DUNEDIN ONE-WAY SYSTEM SEPARATED CYCLE LANES CROSS SECTIONS

TYPE 1: SEPARATED CYCLE LANE MID - BLOCK, STANDARD

Road Corridor 20m

3.0m
Footpath 

2.6m Cycle 
lane

3.3m
Traffic lane

3.0m
Footpath

2.1m
Parking lane

0.8m buffer to 
traffic lane

3.3m
Traffic lane

0.3m buffer to 
traffic lane

Kerb to Kerb 14m

TYPE 2: SEPARATED CYCLE LANE AT INTERSECTIONS

Road Corridor 20m

3.0m
Footpath 

1.6m 
Cycle 
lane

3.2m
Traffic lane

3.0m
Footpath

2.8m
Left turn lane

Kerb to Kerb 14m

3.2m
Traffic lane

2.7m Right turn 
lane

1.6m 
Separator

0.5m 
Separator
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NZ TRANSPORT AGENCY 

DUNEDIN ONE-WAY SYSTEM SEPARATED CYCLE LANES CROSS SECTIONS

TYPE 3: SEPARATED CYCLE LANE MID - BLOCK WITH PARKING

Road Corridor 20m

3.0m
Footpath 

1.8m  
Cycle lane

3.3m
Traffic lane

2.0m
Footpath

2.1m
Parking lane

0.8m buffer to 
traffic lane

3.3m
Traffic lane

0.8m buffer to 
traffic lane

Kerb to Kerb 15m

TYPE 4: SEPARATED CYCLE LANE AT BUSY DRIVEWAYS

Road Corridor 20m

3.0m
Footpath 

1.6m 
Cycle 
lane

3.3m
Traffic lane

3.0m
Footpath

2.1m
Parking lane

Kerb to Kerb 14m

3.3m
Traffic lane

2.4m  
Shoulder

0.8m 
Separator

0.5m 
Separator

2.1m  
Parking lane

0.8m buffer to 
traffic lane

3.8m
Traffic Lane

OFF ROAD SHARED PATH - CUMBERLAND STREET, OUTSIDE BOTANIC GARDENS

3.8m
Traffic Lane

0.8m offset to 
traffic lane

3.0m
Shared footpath 

and cycleway
0.6m offset to 

Botanic Gardens

Botanic GardensGrass Shoulder

Street lighting (relocated)

Low fencing between 
Botanic Gardens and 

traffic Lanes
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